
 

 

 

 

 

 

 

 

 

     

    
 

 

 

 

 

 

 

 

 

 

 

 

 

CEX – 19” Industrial Rugged Panel PC’s      

 
IPPC-1919TR 

 19’’ industrial panel pc with ATOM J1900 Quad core 1.86GB 

 SSD 32GB, DDR3 2G memory, Max up to 8GB (optional)   

 6mm Al-alloy front panel + stainless case, Fanless design 

 IO: M12 IP68 

 5 wires resistive Touch Screen (optional)  

 

 

 

 

 

 Features 

 



 Specifications 

 

  

CPU Onboard Intel ATOM J1900 Quad core 1.8Ghz 

Chipset Intel® new AtomTM Baytrail-M/D, Supports Hyper-Threading 

Technology 

Display 19″high-brightness LCD screen 

Resolution 1024 x 1280 

Memory DDRIII 2GB Max up to 8GB 

HDD/SSD HDD:320GB; SSD: 16Gb/32Gb (Optional) 

Network interface  2xRealtek LAN controller 

I/O • 1 x ON/OFF 

• 1 x DC in (9-36V) 

• 3 x RS23 (1 supports 485/422) Optional 

• 4 x USB2.0 

• 2 x LAN 

• 1 x VGA 

Touch Screen  5wire resistive (optional) 

Power Supply  DC9-36V 5A power adapter, AC100V~265v65HZ 

Fanless Fanless design  

Dimension 451.5mm(L)×356.5mm(W)×50mm(H) 

Installation Panel type, wall-mount, (VESA on back) 

Net Weight About 4.1 Kg 

Gross Weight  About 11.5 Kg 

Operating Temp -10℃~50℃  

Humidity -20℃~60℃ 

 


